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1 INTRODUCTION 
In time series analysis, one can define statistical stationarity as an equilibrium state in which the process 
statistical properties are independent of time. Therefore, if the properties of a times series 𝑧𝑖+𝜏 are the 
same as 𝑧𝑖, for any time steps 𝜏 ∈ 𝑇 and 𝑖 = 1,… ,𝑛, it is statistical stationary. However, natural phenom-
ena rarely meet this condition, being highly affected by seasonality and other important mechanisms. 
Thus, modelling such series requires mathematical nuances to overcome nonstationarity. 
Concerning hydrological time series, initial studies aiming to analyze statistical stationarity date back 
to the early 1970s, motivated by linear stochastic models (e.g. ARIMA models, see Box et al., 2008) in-
creasing applications. Over the years, authors focused in analyzing how nonstationarity manifests in hy-
drological series. Of these, the majority considers the presence of linear trends in records as possible indi-
cators of changes in the hydrological regime. 
Two causes are often pointed as disturbances inductors in hydrological series (Clarke, 2007; Milly et 
al., 2008): (i) anthropogenic activities in watersheds and (ii) climate change. In the first cause, modifica-
tions in watersheds land use mainly caused by agricultural fields and urbanization are highlighted. The 
second aspect is related to greenhouse gases emission, possibly reflecting in a gradual increase of global 
atmospheric temperatures. 
Emphasizing the growing number of studies in the area and the fertile discussions originated by its re-
sults, this paper aims to develop a critical analysis of the most common methods for detecting trends in 
hydrological series. A thorough literature review allowed identifying hypothesis testing as most used 
technique for this purpose. Frequency domain analyses are also employed, either in series decomposition 
or spectral properties evaluation. Among the methods researched, six are discussed: (i) linear regression 
with significance test over the adjusted slope, (ii) Student’s t test, (iii) Mann-Whitney U test, (iv) 
Spearman's rho test, (v) Mann-Kendall test and (vi) wavelet transform. 
To illustrate the discussed techniques, a case study applied to Iguaçu River basin in southern Brazil is 
presented. All six aforementioned methods were submitted to mean, maximum and minimum annual 
streamflow series and to total annual precipitated amounts of Porto Amazonas gauging station, in Paraná 
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state. To complement the paper, comments about multiple scale stochastic process are made. In this ap-
proach, hydrological time series fluctuations are treated as an expected behavior. 
2 TREND ASSESSMENT IN HYDROLOGICAL SERIES 
2.1 Hypothesis testing 
The existing hypothesis tests can be grouped in two categories: parametric and nonparametric. In the first 
category, one assumes that data probability distribution is known. On the other hand, nonparametric tests 
are formulated in such way that data probability distribution is not relevant (Wilks, 2006, p. 131). Evi-
dently, in dealing with hydrological variables this information is unknown and approximations are need-
ed. Thus, researchers choose nonparametric tests even knowing that they are less powerful than the para-
metric ones (Chebana et al., 2013). 
An important assumption in hypothesis testing is that the null hypothesis should be enunciated prior to 
series examination, so the researcher is not influenced by time series behavior (von Storch and Navarra, 
1999, p. 13; Koutsoyiannis, 2006). Moreover, sample elements must be mutually independent, which 
does not occur in most hydrological time series, mainly streamflow data. In general, autocorrelation may 
lead to long periods of values above or below the series mean (aka Joseph Effect, see Mandelbrot and 
Wallis, 1968), causing false trend detections (Fleming and Weber, 2012). If the persistence in a time se-
ries can be represented by a markovian model, autocorrelation effect can be removed using effective 
sample size estimation (Wilks, 2006, p. 144) or by means of pre-whitening (von Storch and Navarra, 
1999, p. 13). However, when persistence structure is more complex, Monte Carlo simulations are recom-
mended.  
As said in the introduction, linear trends are frequently pointed as evidences for nonstationary behavior 
in hydrological series. Therefore, the most direct way to evaluate them is to fit an ordinary least-square 
linear regression (OLS) and test if the adjusted slope is statistically significant using the parametric 𝑡 sta-
tistic (Sharma et al., 2000). This method was also used in Rhine River (Pinter et al., 2006) and in 78 other 
German rivers (Bormann et al., 2011) with positive trends detected. In Sweden, Lindström and Bergström 
(2004) applied OLS analysis in centenary streamflow series, but significant trends were detected only 
when the main samples were reduced into minor length subsamples.  
Another approach consists in dividing the time series in two subsamples using, for example, rescaled 
adjusted partial sums method (RAPS, see Alexandre et al., 2010), followed by Student’s t (Wilks, 2006, 
p. 140) or Mann-Whitney’s U (Wilks, 2006, p. 157) tests application. Being a well-known statistical in-
ferences, Student’s t is a parametric test that requires normally distributed data and examines the equality 
of subsamples means. It has been widely used in Brazil (Müller et al., 1998; Batista et al., 2009; Detzel et 
al., 2011; Fill, 2011) to investigate whether land use changes after the 1970s affected streamflow regimes. 
It was also used in northeast China with five- and ten-years length moving windows to find jumps in pre-
cipitation series (Liang et al., 2011). On the other hand, U-statistic (also known by Wilcoxon rank-sum 
test) is a nonparametric inference assuming that two subsamples were drawn from the same population. 
Cluis and Laberge (2001) applied U-statistic in Asia, detecting negative trends in southern region rivers. 
Also using this test, Thomas (2007) studied the interactions between atmospheric variables and Colorado 
River streamflow in a climatic variability context. Xu et al. (2003), in turn, examined Japanese annual 
precipitation series with U-statistic. 
In analyzing monotonic trends rather than jumps in time series, Spearman’s rho (S) and Mann-Kendall 
(MK) tests are the most commonly used inferences. Both are nonparametric ranked-based tests and have 
very similar power in detecting a trend (Yue et al., 2002), even though only MK has been recommended 
by the World Meteorological Organization (Liang et al., 2011) for this task. Villarini et al. (2011) applied 
S and MK in maximum streamflow series for 196 North American gauges, finding few significant trends. 
Fleming and Weber (2012) used S test in annual inflows for Canadian reservoirs, detecting positive trends 
in winter season. Gautam et al. (2010) also used S test in Nepal, confirming positive trends in streamflow 
and precipitation regimes. In turn, MK was recently used in China (Wang et al., 2008), British Columbia 
(Cunderlik and Burn, 2004), Italy and Switzerland (Kottegoda et al., 2011), Australia (Li et al., 2012) and 
United States (Rougé et al., 2013). MK can also be carried out sequentially to determine the beginning of 
the trend (if any), as shown in Liang et al. (2011). In this variant, a sample (𝑧1, 𝑧2, … , 𝑧𝑛) is divided into 𝑛 − 1 subsamples, formed by (𝑧1, 𝑧2), (𝑧1, 𝑧2, 𝑧3) and so on. MK statistic is then calculated for all sub-
samples, resulting in a MK𝑖 (say MK1) vector (𝑖 = 1,2,… , 𝑛 − 1). The same procedure is repeated with 
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the inverted series, resulting in a second MK𝑖 (say MK2) vector. Plotting both vectors, one should be able 
to detect the trend starting point if the intersection of MK1 and MK2 curves is statistically significant. 
2.2 Frequency domain analyses 
Although less common than hypothesis tests, these analyses are interesting as elements are represented by 
its contribution in time series as a whole. In particular, spectral density function plots (Fourier transform 
of the autocorrelation function) allow identifying trends promptly just by the presence of high densities 
near the null frequency (Andreo et al., 2006). 
However, Fourier transform analyses have an intrinsic statistical equilibrium assumption and may not 
be suitable for nonstationary series. One alternative is to use windowed Fourier transform, nonetheless 
besides the subjective window length definition, it has limited application in finding multiple frequency 
signals with a fixed window length (Weng and Lau, 1994). Thus, the solution lies on wavelet transform, 
which consists in dilate and translate a wave function (denominated mother-wavelet) through the time se-
ries (Torrence and Compo, 1998). Among the existing mother-wavelets, Morlet (Pasquini and Depetris, 
2007), Haar (Saco and Kumar, 2000) and Paul (Rossi et al., 2009) are the most frequently adopted for hy-
drological time series. 
Continuous wavelet transform (CWT) is often used in analyzing periodicities and trends, mainly be-
cause its graphical interpretation. For example, Pasquini and Depetris (2007) and Rossi et al. (2009) ex-
plain trends in series with changes in signal intensity over time, easily seen in a CWT scalogram. Never-
theless, discrete wavelet transform (DWT) is also employed for decompose and analyze time series in 
particular frequency bands. Partal and Kuçuk (2006) used DWT to decompose Turkish precipitation se-
ries in five modals, coupling each one with MK test for trend detection. As results, the authors were able 
to identify the 16 years modal as responsible for the observed trend. 
3 CASE STUDY 
3.1 Study area 
To illustrate the discussed techniques, this paper presents a case study in Iguaçu River basin. Iguaçu River 
is an important Paraná River tributary which, together with Paraguay and Uruguay Rivers, forms the La 
Plata River basin. In Brazilian territories, Iguaçu River basin covers almost 70,800 km² surface area and, 
particularly in Paraná State, it occupies 57,400 km² (28% of the State area). In its upper part, large urban 
areas are located, including State capital Curitiba, and from middle to lower parts agriculture and live-
stock activities are predominant. The basin has approximately 4.5 million inhabitants. 
According to Köppen-Geider climate classification (Peel et al., 2007), almost the entirely basin is in 
Cfa type and a minor portion in its upper region is in Cfb type. The unique relation of geographic loca-
tion, relief and air masses provides a rather regular precipitation (only rainfall) distribution over the year, 
with averages varying from 1,250 mm to 2,000 mm. Temperature distribution, though, has defined sea-
sonality, being January the warmest month (~25ºC) and July the coolest (~11ºC). In addition, El Niño 
phenomenon has direct reflexes in the region, causing temperature and precipitation volumes elevations. 
Another important feature is the hydropower generation provided by seven large plants installed in 
Iguaçu River basin, summing nearly 7 GW of capacity (8.5% of Brazilian power generation). In hydro-
logical terms, these plants are important because alter the rivers regimes. Therefore, Porto Amazonas 
(PA) gauging station (25º32’S – 49º53’W) was chosen, avoiding influences by any dam. It operates 780 
m above sea level and drains a 3,662 km² area. Annual streamflow (Q) and total annual precipitation (P) 
descriptive statistics are provided in Table 1. PA time series were collected from Brazilian National Wa-
ter Agency, all consisted and containing no missing values. Figure 1 displays the overall location of the 
Iguaçu River basin, as well as its important features. 
 
Table 1. Porto Amazonas annual streamflow (Q) and total annual precipitation (P) descriptive statistics  
Type Record Mean 
(m³/s and mm) 
Standard Deviation 
(m³/s and mm) 
Lag 1 auto-
correlation 
Min. Q 1936-2005 33.2 13.5 0.29 
Mean Q 1936-2005 67.9 25.4 0.26 
Max. Q 1936-2005 129.6 50.6 0.22 
Total P 1941-2012 1,634.8 352.2 0.22 
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Figure 1. Iguaçu River basin and gauging station location 
3.1 Methods assumptions 
All five hypothesis tests and wavelet analysis were applied to the series depicted in Table 1. Subsample 
division for t and U tests was made in two ways: (i) central, resulting two equally sized samples and (ii) 
reserving the last 30 years and testing against the remainder of the series. Hypothesis (ii), also considered 
in OLS analysis, was elaborated to evaluate the possible land use changes effects on streamflow, as sug-
gest some local studies (Tucci, 2002; Batista et al., 2009). Moreover, it is assumed that this window 
length is enough to represent climatic fluctuations (Koutsoyiannis, 2006). For the parametric tests, log 
transform was applied to make the data approximately normal distributed. MK test, specifically, was ap-
plied both in its traditional form as in its sequential format, where MK1 and MK2 curves were obtained 
for forward and backward computations, respectively. In all tests, pre-whitening was applied to remove 
autocorrelation influence; as shown in the last column of Table 1, first order persistence is low, but not 
negligible.  
Lastly, wavelet analysis was elaborated through CWT, using Paul as mother-wavelet, which has good 
temporal resolution in comparison to other functions (Rossi et al., 2009). For the streamflow series, it was 
used a wavenumber of 4, while for the precipitation series this parameter was set as 10. Scalograms were 
obtained using the wavelet software kindly supplied by C. Torrence and G. Compo (Torrence and Com-
po, 1998), available at http://paos.colorado.edu/research/wavelets/. 
3.2 Results 
Table 2 exhibits the p-values obtained for the hypothesis tests. Specifically for OLS, subsamples 1 and 2 
are the ones resulting from division (ii), as explained in last section.  
 
Table 2. P-values for the hypothesis tests. In all cases, values below 0.050 indicate null hypothesis (no trend) rejection, at a 
5% significance level  
 OLS t | U S | MK 
Full Sample Subsample 1 Subsample 2 Division (i) Division (ii) Full Sample 
Min. Q 0.029 0.954 0.043 0.597 | 0.946 0.483 | 0.814 0.088 | 0.081 
Mean Q 0.001 0.191 0.103 0.374 | 0.179 0.136 | 0.094 0.012 | 0.012 
Max. Q 0.001 0.069 0.130 0.018 | 0.013 0.004 | 0.006 0.011 | 0.010 
Total P 0.009 0.107 0.988 0.286 | 0.231 0.021 | 0.025 0.017 | 0.017 
 
Adopting the standard 5% significance level, a trend was detected by all full sample based tests (OLS, S 
and MK), except for Min. Q, in which S and MK failed to reject the null hypothesis. However, consider-
ing subsamples distinction for OLS one can note substantially different results, since only Min. Q, sub-
sample 2, had a trend identified. For t and U statistics null hypothesis rejections occurred for Max. Q 
(both sample divisions) and Total P, division (ii). 
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(2004). Moreover, the tests underlying assumptions are equally (or more) relevant for the analyses. In 
modeling terms, these questions are critical and are left for hydrologists’ subjectivity. 
Recently, fluctuations observed in hydrological time series have gained an alternative interpretation. 
Koutsoyiannis (2006, 2013) criticizes the lack of physical sounding in considering a (deterministic) linear 
trend as representative of such variabilities. Instead, it is proposed that fluctuations are natural phenomena 
expected behavior, due to multiple time scale climatic oscillations. Among all analyses presented in the 
present paper, CWT spectrograms (Figure 3) can be pointed as evidence of these multiple time scale fluc-
tuations.  
In Koutsoyiannis (2006, 2013) point of view, it is correct to adjust mathematical models to receive hy-
drological series as observed, dispensing trend detection/correction exercise. Traditional stochastic pro-
cesses theory is expanded to multiple scale stochastic processes, being able to handle the natural phenom-
ena fluctuations. In this approach, “trends” are no longer treated as a deterministic component, but rather 
another stochastic element to be modelled. As result, low frequency events (as Joseph Effect) or extreme 
hydrologic episodes (as El Niño manifestations) are better represented. 
5 CONCLUSIONS 
Nonstationarity issue on hydrological time series has  long moved from modelling requirements to be-
come a specific research topic. Climate change and anthropic activities in river basins suggest conse-
quences in precipitation and streamflow regimes, although these disturbances have not been completely 
understood yet. Therefore, many distinct methods have been proposed to study nonstationarity manifesta-
tion in the hydrological series. This paper presented a brief literature review based on parametric and 
nonparametric hypothesis testing, along with wavelet analysis, some of the most applied techniques in 
this topic. 
The case study shown in this paper to illustrate such methods was clear enough to expose the inherent 
subjectivity contained in each one. Thus, it is highly recommended that any conclusion drawn from these 
analyses should be presented together with its underlying assumptions. In modelling terms, this question 
is critical and may bias the results, especially considering the uncertainty about future hydrological series 
behavior. Due to natural phenomena complexity mechanisms, the true influence of a changing environ-
ment in hydrological regimes proves to be a prolific research topic. 
NOTATION 
OLS ordinary least-square linear regression 
t Student’s t test 
U Mann-Whitney’s U test 
S Spearman’s rho test 
MK Mann Kendall test 
CWT Continuous wavelet transform 
PA Porto Amazonas gauging stations 
Q streamflow series 
P precipitation series 
REFERENCES 
Andreo, B., Jimenez, P., Durán, J., Carrasco, F., Vadillo, I., Mangin, A. (2006). Climatic and hydrological variations during 
the last 117–166 years in the south of the Iberian Peninsula, from spectral and correlation analyses and continuous wavelet 
analyses. J. Hydrol., Vol. 324, No. 1-4, pp. 24–39. 
Alexandre, G. R., Baptista, M. B., Naghettini, M. (2010). Study of trend identification of the rainfall regime in the metropoli-
tan region of Belo Horizonte through statistical methods (in Portuguese). Brazilian Water Resour. J, Vol. 15, No. 2, pp. 
115–126. 
Batista, A. L., Freitas Jr., S. A. de., Detzel, D. H. M., Mine, M. R. M., Fill, H. D. O. A., Fernandes, C., Kaviski, E. (2009). Sta-
tionarity analysis of the Brazilian South-Southern hydrological series (in Portuguese). Proceedings of the XVIII Brazilian 
Water Resources Symposium, Campo Grande, Mato Grosso do Sul, pp.1–19. 
Bormann, H., Pinter, N., Elfert, S. (2011). Hydrological signatures of flood trends on German rivers: Flood frequencies, flood 
heights and specific stages. J. Hydrol., Vol. 404, No. 1-2, pp. 50–66. 
Box, G. E. P., Jenkins, G. M., Reinsel, G. C. (2008). Time series analysis forecasting and control. 4th ed., John Wiley & Sons, 
New Jersey, USA, 746 pages. 
771
Chebana, F., Ouarda, T. B. M. J., Duong, T. C. (2013). Testing for multivariate trends in hydrologic frequency analysis. J. Hy-
drol., Vol. 486, pp. 519–530. 
Clarke, R. T. (2007). Hydrological prediction in a non-stationary world. Hydrol. Earth Syst. Sc., Vol. 11, No. 1, pp. 408–414. 
Cluis, D., Laberge, C. (2001). Climate change and trend detection in selected rivers within the asia-pacific region climate. Wa-
ter Int., Vol. 26, No. 3, pp. 411–424. 
Cunderlik, J. M., Burn, D. H. (2004). Linkages between regional trends in monthly maximum flows and selected climatic vari-
ables. J. Hydrol. Eng., Vol. 9, No. 4, pp. 246–256. 
Detzel, D. H. M., Bessa, M. R., Vallejos, C. A. V., Santos, A. B., Thomsen, L. S. (2011). Stationarity of inflows to Brazilian 
hydroelectric power plants (in Portuguese). Brazilian Water Resour. J, Vol. 16, No. 3, pp. 95–111. 
Fill, H. D. O. A. (2011). Streamflow of Iguaçu River stationarity analysis in União da Vitória (in Portuguese). Proceedings of 
the XIX Brazilian Water Resources Symposium. Maceió, Alagoas, pp.1–7. 
Fleming, S. W., Weber, F. A. (2012). Detection of long-term change in hydroelectric reservoir inflows: Bridging theory and 
practise. J. Hydrol., Vol. 470-471, pp. 36–54. 
Gautam, M. R., Acharya, K., Tuladhar, M. K. (2010). Upward trend of streamflow and precipitation in a small, non-snow-fed, 
mountainous watershed in Nepal. J. Hydrol., Vol. 387, No. 3-4, pp. 304–311. 
Kottegoda, N. T., Natale, L., Raiteri, E. (2011). Simulation of climatic series with nonstationary trends and periodicities. J. 
Hydrol., Vol. 398, No. 1-2, pp. 33–43. 
Koutsoyiannis, D. (2006). Nonstationarity versus scaling in hydrology. J. Hydrol., Vol. 324, No. 1-4, pp. 239–254. 
Koutsoyiannis, D. (2013). Hydrology and change. Hydrol. Sci. J., Vol. 58, No. 6, pp. 1177–1197. 
Li, H., Zhang, Y., Vaze, J., Wang, B. (2012). Separating effects of vegetation change and climate variability using hydrologi-
cal modelling and sensitivity-based approaches. J. Hydrol., Vol. 420-421, pp. 403–418. 
Liang, L., Li, L., Liu, Q. (2011). Precipitation variability in Northeast China from 1961 to 2008. J. Hydrol., Vol. 404, No. 1-2, 
pp. 67–76. 
Lindström, G., Bergström, S. (2004). Runoff trends in Sweden 1807–2002. Hydrol. Sci. J., Vol. 49, No. 1, pp. 69–83. 
Mandelbrot, B. B., Wallis, J. R. (1968). Noah , Joseph , and operational hydrology. Water Resour. Res., Vol. 4, No. 5, pp. 909–
918. 
Mendonça, F., Danni-Oliveira, I. M. (2007). Climatology: basic notions and Brazilian climates (in Portuguese). Oficina de 
Textos, São Paulo, 206 pages. 
Milly, P. C. D., Betancourt, J., Falkenmark, M., Hirsch, R. M., Zbigniew, W., Lettenmaier, D. P., Stouffer, R. J. (2008). Sta-
tionarity is dead: whither water management? Science, Vol. 319, pp. 573–574. 
Müller, I. I., Krüger, C. M., Kaviski, E. (1998). Stationarity analysis of hydrologic series in th incremental watershed of Itaipu 
(in Portuguese). Brazilian Water Resour. J, Vol. 3, No. 4, pp. 51–71. 
Partal, T., Kuçuk, M. (2006). Long-term trend analysis using discrete wavelet components of annual precipitations measure-
ments in Marmara region (Turkey). Phy. Chem. Earth Pt. A/B/C, Vol. 31, No. 18, pp. 1189–1200. 
Pasquini, A. I., Depetris, P. J. (2007). Discharge trends and flow dynamics of South American rivers draining the southern At-
lantic seaboard: An overview. J. Hydrol., Vol. 333, No. 2-4, pp. 385–399. 
Peel, M. C., Finlayson, B. L., McMahon, T. A. (2007). Updated world map of the Köppen-Geiger climate classification. Hyd-
rol. Earth. Syst. Sc., Vol. 11, pp. 1633–1644. 
Pinter, N., van der Ploeg, R. R.; Schweigert, P., Hoefer, G. (2006). Flood magnification on the River Rhine. Hydrol. Process, 
Vol. 20, No. 1, pp. 147–164. 
Rossi, A., Massei, N., Laignel, B., Sebag, D., Copard, Y. (2009). The response of the Mississippi River to climate fluctuations 
and reservoir construction as indicated by wavelet analysis of streamflow and suspended-sediment load, 1950–1975. J. Hy-
drol., Vol. 377, No. 3-4, pp. 237–244. 
Rougé, C., Ge, Y., Cai, X. (2013). Detecting gradual and abrupt changes in hydrological records. Adv. Water Resour., Vol. 53, 
pp. 33–44. 
Saco, P., Kumar, P. (2000). Coherent modes in multiscale variability of streamflow over the United States. Water Resour. Res., 
Vol. 36, No. 4, pp. 1049–1067. 
Sharma, K. P., Moore III, B., Vorosmarty, C. J. (2000). Anthropogenic, climatic, and hydrologic trends in the Kosi basin, 
Himalaya. Climatic Change, Vol. 47, pp. 141–165. 
Thomas, B. E. (2007). Climatic fluctuations and forecasting of streamflow in the lower colorado river basin. J. Am. Water Re-
sour. As., Vol. 43, No. 6, pp. 1550–1569. 
Torrence, C., Compo, G. P. (1998). A practical guide to wavelet analysis. B. Am. Meteorol. Soc., Vol. 79, No. 1, pp. 61–78. 
Tucci, C. E. M. (2002). Impacts of climate variability and land use on water resources (in Portuguese). Brazilian National Wa-
ter Agency, Brasília, 150 pages. 
Villarini, G., Smith, J. A., Baeck, M. L., Krajewski, W. F. (2011). Examining flood frequency distributions in the Midwest 
U.S. J. Am. Water Resour. As., Vol. 47, No. 3, pp. 447–463. 
von Storch, H.; Navarra, A. (1999). Analysis of climate variability: applications of statistical techniques. 2nd. ed., Springer, 
Berlin, GER, 356 pages. 
Wang, W., Chen, X., Shi, P., van Gelder, P. H. A. J. M. (2008). Detecting changes in extreme precipitation and extreme 
streamflow in the Dongjiang River Basin in southern China. Hydrol Earth Syst. Sc., Vol. 12, pp. 207–221. 
Weng, H., Lau, K.-M. (1994). Wavelets, period doubling, and time–frequency localization with application to organization of 
convection over the Tropical Western Pacific. J. Atmos. Sci., Vol. 51, No. 17, pp. 2523–2541. 
Wilks, D. S. (2006). Statistical methods in the atmospheric sciences. 2nd. ed. Academic Press, New York, USA, 627 pages. 
Xu, Z. X., Takeuchi, K., Ishidaira, H. (2003). Monotonic trend and step changes in Japanese precipitation. J. Hydrol., Vol. 279, 
No. 1-4, pp. 144–150. 
Yue, S., Pilon, P., Cavadias, G. (2002). Power of the Mann–Kendall and Spearman’s rho tests for detecting monotonic trends 
in hydrological series. J. Hydrol., Vol. 259, No. 1-4, pp. 254–271. 
772
